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B.S. ENGINEERING
~ MACHINERY Pvt. Ltd.

' B.5.ENGINEERING
CORPORATION




CONIPANY PROFILE

B S Engineering Corporation. (BS) is one of the Largest and reliable
Machine Manufacturers of INDIA, with a strong presence in the market
since 1953. It is a Manufacturer as well as Exporter of Plywood
Machineries, Bamboo Board Machineries, Coir Mattress Machineries &
Chemical Plant Equipments.The Company takes up Turnkey projects for
the above-mentioned industries.

The range of Products are:

1) PLYWOOD MACHINERY: Veneer Dryers, Hydraulic Hot Press,
Seasoning Kilns, Hydraulic Scissor Lifts, Guillotine Jointer, Belt
sander, D. D. Saw machine, Veneer Clipper, Knife Grinder.

2) COIR MATTRESS MACHINERIES: De-twisting machine, Sheet
machine, Spray booth cabin, Dryer, Hydraulic Hot Press, Vulcanizer,
Ball mills, latex tank,Vertical cutting machine.

3) BAMBOO BOARD MACHINE: Bamboo splitting machine, Sliver
machine, Knot removing m/c, Glue applicator, hot Press, Band Dryer,
D.D.saw.

Salient Features:

» The company provides assistance for helping you decide upon the right
capacity of the plant.

* The company has in-house technical team who would provide you
with all the required technical assistance on-site during erection &
commissioning.

* All civil drawings for the machinery would be provided by the
company.

* In addition the company will supply with all the necessary genuine
quality spares for the Plant.

Contact Details :
Address: | |7 Raja Dinendra Street, Kolkata — 700004. India.
Telephone: +91-33-25558976; Tele-Fax: +91-33-25557 142
E-mail: inffo@bsengg.com; Website: www.bsengg.com




. ROLLER VENEER DRYER

The JetVentilated Roller TrackVeneer Dryers are available in different models as per
the production requirement by addition & deduction of different Sections & Decks.The machine
has compact-Drying Chambers - called as Sections along with Multiple Double Roller Veneer
Feeding Decks and cooling section, fitted with Aluminum Axial Flow Fan attached with special
blower housing, Heating Coils with extra-wide fins, Double Jet Nozzles Jet Box for top &
bottom of each deck throughout the length of the dryer and complete with Motors, Control
Panel,Dynodrive /A.C.Drive (InfinitelyVariable Speed Unit), Digital Temperature Indicator;Link
Chain and Gear Box.The entire outside covering of the dryer is perfectly insulated with heat
resisting insulated layer (Box) of 100mm / 75Smm thick as per requirement all round of the Dryer

except floor.

Standard sizes of the jet dryers :are 4 section 3 deck, 6 section 3 deck, 8 section 3 deck of
I 5" Standard/Midi, | 2" Midi respectively.

Dryers of 10" Mini with standard configurations are available on demand.

TECHNICAL DATA - 15 STANDARD

b [y sl e s
dried vencer basis

JET DRYERS | Length Dia | Steam Thermic| Power | Steam  Thermic Fluid

Fluid kgihr. Kcal/hr.
4 Section 4600 112115000 130000 | 20.5 HP 650 350000
3 Deck mm mm
5 Section 4600 112140000 165000 | 25.0 HP 750 400000
3 Deck mm  mm
6 Section 4600 112 | 195000 220000 |31.0 HP 950 500000
3 Deck mm mm
8 Section 4600 112 | 285000 320000 |43.5 HP 1200 650000
3 Deck mm  mm
6 Section 4600 112 |270000 300000 |41.5 HP 1100 600000
4 Deck mm mm

’
TECHNICAL DATA - I5 ECO
Roller Size Production in Sq. fr. per Requirement of :
24 Hrs, on 2 mm thick
dried vencer basis

JET DRYERS | Length Dia | Steam Thermic] Power | Steam Thermic Fluid

Fluid kg/hr. Kcal/hr.
4 Section 4600 89 | 90000 100000 | 185 HP 550 300000
3 Deck mm mm
6 Section 4600 89 | 160000 180000 |29.0 HP 750 400000
3 Deck mm mm
8 Section 4600 89 | 250000 280000 | 36.0 HP 950 525000
3 Deck mm mm
6 Section 4600 89 | 225000 250000 | 40.5 HP 1000 550000
4 Deck mm mm

TECHNICAL DATA - 12" MIDI

JET DRYERS
4 Section
3 Deck

6 Section
3 Deck
8 Section
3 Deck

6 Section
4 Deck

Roller Size
Length Dia

3670 89
mm  mm

3670 89
mm  mm

3670 89
mm  mm

3670 89
mm  mm

Production in Sq. fr per
24 Hrs, on 2 mm thick
dried veneer basis

Steam Thermic|
Fluid

75000 85000

115000 130000

200000 225000

180000 200000

Power

17.0 HP

25.5 HP

36.0 HP

40.5 HP

Steam  Thermic Fluid

kgihr.
500

650
950

1000

Requirement of

Kcal/hr.

250000

350000

525000

550000




BAND DRYER
(WITH STEEL BAND CONVEYER)
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DRYERS WITH BAND

Continuous Conveyer Dryer or Band Dryer is ideal for drying Sliced / Peeled Decorative Veneers, PF Resin Impregnated Veneers, Bamboo Mat / Curtain etc.
The machine has Stainless Steel Bands or Conveyers for rust-free operation. Each deck has a set of pressing Band to keep the dried material in portion and
prevent wear and tear. Double set of Jet Boxes provide uniform drying all along the length of the Dryer. The Dryer has extended Feeding Section to enable
proper arrangement of the materials during feeding. The Dryer is supplied with specially designed Alloy Fan and Dyno Drive for variable feed speeds.

Standard Models available are 4 section 3 deck and 4 section 2 deck Band Dryer.



Multi-daylight Hot Press

These Hot presses are ideal for making Plywood, Bamboo Board,
Particle Board and other composite boards. The structure is
fabricated of Steel plates as per the pressure capacity. For higher
pressure capacity Hot press Window-Frame structure is made. Hot
platens are made of solid MS plates with drilled holes for
Steam/Thermic Oil Flow.This gives uniform temperature across the
plates.

Standard Model of Hot press for Plywood: 650,720, |000Tons.
Bamboo/ Composite Board Hot Press: 1200, 1 600,2500,3200Tons

MULTI-DAYLIGHT HOT PRESS Size of Platens: 1980 x1350mm;2590 x 1350mm; 2650 x |370mm POWER PACK & PANEL
No.of Daylight/Layers:7,10,12,15,20

Bamboo Corrugated Hot Press

This Hot press is specially designed for making Bamboo Corrugated Sheets.The structure is of Window-Frame design.
The hot press have dual breather cycle for perfect formation of the Corrugated sheets and ridge caps.

Standard Model: | 200Tons

Size of Platens: 1980 x 1350mm;2650x 1370
Platen/Die thickness: 90mm +/-

No of Daylight/Layers:3,5,6

Salient Feature:
* Very sturdy built-up structure.
¢ CNC machine Hot Platens for perfect formation of product.
* Solid Forged Piston
* Highly efficient Hydraulic Powerpack design

CORRUGATED HOT PRESS




BSE 1300 RP-IVI BERUSH

BY WIDE BELT SANDER

Suitable for ThinVeneered Plywood / Boards.
Air Pad System to Safe Guard Veneer damage.
Low Power Consumption.

SteelWoolType Polishing System incorporated.
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MODEL : BSE 1300 RP - M Brush

BSE 1300 RP - M Brush
1300mm

215-110enen

20m/s

1330%2200mm

£-30m/min

34 28kw

18 Skw , 440V 50Hz

Rubber roller hardness: 80
11 Dlow , 440V SOMz
037w

037w

4. 0kw

0.55MP

0. 1m*/min

25-30m/s

2208 1 716%2000mm for reference
2800Kg

MODEL : BSE 1300 RP Brush

BSE 1300 RP Brush

1 300mm

2.5-1 10mm

20mis

1330%2200men

6-30m/min

21 Adkw

18 Skw , 440V 50H2
Rubber roller hardness: 804

0.37kw

0.37kw

22 kw

0.55MPa

0. 1m"/oin

25-30m's

2208x% | 716%2000mm for reference
2200Kg

Picture Shown are Indicative to Actual Machine

. eaning
with drive motor and separate dust
extraction hood for workpiece
cleaning.

.
o

1sh

B.S. ENGINEERING MACHINERY Pvt. Ltd.

KOLKATA, INDIA



FULLY AUTOMATIC
DOUBLE DIMENSION CUTTING SAW

Applications
rig‘?.‘ . @

e This machine is mainly used for Trimming the Four rough
Edges of all kinds of Plywood / Board.

* Ithas FOUR circular saws fitted with FOUR motors.

* The machine is also widely used for Trimming four edges
of Block Board, Particle Board, MDF etc.

Main parameters

Max, cutting width 1220 mm ‘

: Corod e The board carrying table and board Pusher moves on Linear Guide Rails. This gives parallel cutting accuracy
of the boards.

— g fenge - « Almost continuous operation as stacking of rough boards can be done on pneumatic supports while table is
:

Al returning.

R : : « Laser guided cutting of boards helps cutting accuracy & minimize cutting wastage.

T ~r « PLCfitted control panel guides the total cutting process and finished board stacking automatically.

Duic sstraction requivement > 3200 w3k « Cutting saw motor's Synchronized START /STOP saves power.
B‘

Overall dimension 8500 x 8500 x 2800 mm

B.S. ENGINEERING MACHINERY Pvt. Ltd.

Regd. Office : 117, Raja Dinendra Street, Kolkata - 700 004, India.
Works : Jessore Road, (Opposite Airport Gate - 3) Kolkata - 700 081.
Telephone : +91-33-25557142 / 8976, Mobile : +91-9007727948 / 9230566933
Picture Shown are Indicative to Actual Machine E-mail : marketing@bsengg.com / info@bsengg.com; Website : www.bsengg.com / www.bsenggmachine.com



Double Dimension Saw

Heavy duty, 2440 mm x 2440 mm (8'0"x8'0") Double Dimension Saw Machine for Plywood, Block Board &
Flush Door with chain feed auto conveyor on both sides and self mechanical pressure system from the top for
continuous cutting of boards & doors. The cutting motors will be under the chain. One side along with side-arm of the
machine will be fixed and other side (right hand side) will be adjustable for increase & decrease of size. The machine is
fitted with necessary dust control hopper, to pass the dust to the bottom pit / dust collection system and complete
with carbide tip circular saws - 2 nos. 5 HP, 2900 RPM - 440 Volt A.C. Motors for circular saw, 2 nos. | HP, 2900 RPM -
440VoltA.C.Motors as pre - cutter & 3 HP | No. 1440 RPM,440VoltA.C.Motor for conveyor and gear box along with
panel board.

Guillotine Jointer

Heavy Duty Guillotine Jointer Machine 2600 mm (8'-6") sophisticated 100 mm bunch cutting capacity hydraulically
operated Pressure bar & knife bar is electrically operated by double push button switch. The jointer is fitted with knife,
Magnetic brake (for safety of Knife Bar) Reduction Gear Box, Motors, Starters etc. The Power Driven Parallel Cutting
Attachment Will be Provided for Decorative Veneer only and for Commercial Machine as per requirement.The machine is
Complete with one 7.5 HP 1440R.P.M.440Volts A.C.Motor,for cutting & one 2H.P. | 440R.P.M.440Volts A.C.Motor for pump.

Pneumatic Clipper

Heavy Duty PneumaticVeneer Clipper Machine 2745mm(9'-0") long cutting capacity fixed with front rubberised Feed
Rolls, Back Conveyor Table and front Double Deck veneer Winding Track 4500mm (15" -0") fabricated from angle & channels
and all other materials and Knives, Motor for Conveyor and | Number 3HP 1440 RPM 440VoltA.C. Motor for Auto veneer
Winding units, Starters &Worm Reduction Gear Box complete, but without air compressor. Cutting size of 1425mm (56") also
available on demand.

Knife Grinder
Heavy Duty Knife Grinder Machine with sophisticated Cup GrindingWheel, having
fabricated body, fitted with heavy duty C.l. Seasoned Knife Holding Bar with Auto
Grinding Degree Adjustment System, Automatic To and Fro stroke with auto grinding
arrangement, complete with one 0.25 HP A. C.,440 VoIt coolant pump, one 7.5 HP. 2900
RPM, 440 Volt, A.C. Vertical Grinding Motor and one 2 HF, 1440 RPM, 440 Volt A.C.
Grinding Carriage Traveling Motor, Starters, gear box,and main switch.







